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Company

FLUTEC Hydraulics (Changzhou) Co., Ltd.

Department

No.4-2717,Powerlong Plaza,Zhonglou District.

Project

Changzhou City 213023,Jiangsu, China

Person

Tel:+86 519 85185518

Phone

Fax:+86 519 85185517

Fax

sales@flutechydraulics.com

E-Mail

Address

https://flutechydraulics.com

Website

Application

Quantity

cylinder structure

— modular concept :
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FLUTEC

operating data:

www.flutechydraulics.com

O Double acting

O Single acting of pull

[0 Single acting of push

O Cushioning rod side & [0 Adjustable
O Cushioning piston side & O Adjustable

cylinder mounting position
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max angle to vertical when retracted/extracted = |:| /|:|°

stroke : mm piston-@ : mm
cylinder max force | pull: kN rod-d : mm
(without cylinder’s
own weight) : push: kN | rod material :

retraction:|:|m/min O hard 0 25 ym O 50 pm
piston speed : (moving in) chrome : other ]

extraction::lm/min CICr - L1 40/30 pm

: O Ni /Cr:

(moving out) surface coating O E/Dum
igyrj(’;e_ady load kN on O ceramic : L) 300 pm
(i.e. hanging mass) ) O other :I:l

piston rod : —

number of [ nitrided :
strokes / hour :
ambient - i C 1o + o O others :
temperature :
working pressure: bar standard
requested O (glydring piston / u-packing ring
test pressure : bar rod )

O electrical heaw-duty

output: ( chewron seal piston / rod )
measuring put: Seals :
system : O mechanical senvo-construction
( glydring-seals piston / rod )

O needed, quantity:
limit switches : [ other

O not needed
service fluid : Telescopic cylinder

[ inch thread number of plstoln stages:

stage — @ outside
hydraulic ports: O metric thread inside[ 11| |
other :

0 SAE - connection

O drawings O technical specifications [ others:
annex:

standards & extra requirements :

comments (use extra page(s) if needed ) :

Note: Please complete a separate form for each different cylinder type

Phone:+86 519 85185518

©2021 FLUTEC Hydraulics (Changzhou) Co., Ltd.

page 2 of 2
E-mail: sales@flutechydraulics.com




	Text1: 
	Check Box1: Off
	Check Box2: Off
	Check Box3: Off
	Check Box4: Off
	Check Box5: Off
	Check Box6: Off
	Check Box7: Off
	Check Box8: Off
	Check Box9: Off
	Check Box10: Off
	Check Box11: Off
	Check Box12: Off
	Check Box13: Off
	Check Box14: Off
	Check Box15: Off
	Text2: 
	Text3: 
	Text4: 
	Text5: 
	Text6: 
	Text7: 
	Text8: 
	Text9: 
	Text10: 
	Text11: 
	Check Box16: Off
	Check Box17: Off
	Check Box18: Off
	Check Box19: Off
	Check Box20: Off
	Check Box21: Off
	Text12: 
	Text13: 
	Text14: 
	Text15: 
	Text16: 
	Text17: 
	Text18: 
	Text19: 
	Text21: 
	Text20: 
	Check Box22: Off
	Check Box23: Off
	Text23: 
	Check Box24: Off
	Check Box25: Off
	Check Box26: Off
	Check Box27: Off
	Text24: 
	Check Box28: Off
	Check Box29: Off
	Check Box30: Off
	Text25: 
	Text26: 
	Check Box31: Off
	Check Box32: Off
	Check Box33: Off
	Check Box34: Off
	Check Box35: Off
	Text27: 
	Text28: 
	Text29: 
	Text30: 
	Text31: 
	Check Box36: Off
	Check Box37: Off
	Check Box38: Off
	Check Box39: Off
	Text32: 
	Check Box40: Off
	Check Box41: Off
	Check Box42: Off
	Text33: 
	Text34: 
	Check Box43: Off
	Check Box44: Off
	Check Box45: Off
	Text35: 
	Check Box46: Off
	Check Box47: Off
	Text36: 
	Text37: 
	Check Box48: Off
	Check Box49: Off
	Check Box50: Off
	Check Box51: Off
	Text38: 
	Text39: 
	Text40: 
	Text41: 
	Text42: 
	Text43: 
	Text44: 
	Text45: 
	Text46: 
	Text47: 


